YARD COLLECTION SYSTEMS

NOTES:
1. YARD DRAINS SHALL ONLY BE USED IN PRIVATE PROPERTY LOCATIONS; PUBLIC RIGHT-OF-WAY LOCATIONS WILL NOT BE PERMITTED.
2. CONCRETE COLLAR IS NOT REQUIRED IN PAVED AREAS IF PAVEMENT SURFACE IS FINISHED PRIOR TO CONDITIONAL FINAL INSPECTION.
3. SEE "TYPICAL TRENCH DETAIL" FOR BACKFILLING REQUIREMENTS.

CAST IRON CRATE
PVC BODY
RUBBER GASKET
CORRUGATED PIPE

YARD DRAIN

INLINE BASIN
INLINE DRAIN

DRain BASIN-12" INLINE DRAIN-12"

SUMPING LINE CONNECTION

ST JOHNS COUNTY
PUBLIC WORKS DEPARTMENT
ENGINEERING DIVISION
5010 Industrie Center Road
ST AUGUSTINE, FLORIDA 32084
Phone (904) 209-0110 • Fax (904) 209-0140

REVISION
10/09

DESIGN DETAIL
TYPICAL YARD DRAIN/CPEP INSTALLATION DETAIL

EFFECTIVE DATE:

FILE NAME: D403.0WG